SPIT outline - DETAIL
Rev. 1/17/08
Brief:


Outline / overview of today

Engine failure at cruise



Decisions to make



FMST->LOS Quick setup->”At cruise EGSS-KMEM”



Lose an engine – What would you do?  (Confirm Engine Out)



What does that do? (FMS setup for driftdown)



What power? (MCT)



What if you didn’t do anything? (Slows to foot-5 then descends)


[Whiteboard] 

(1) Engine-out over GTF enroute to ANC


What would you do? Where would you go?



FOM 9.15 – and the “spirit” of the rule




(2) Over BHM enroute to MEM



(3) Prior to ETP EGSS-KMEM



What is “ETP” for? (Two engine –out)

Closest airports



How do we get there? (ATC via FANS, Below MNPS airspace: FL275)



EFB->LIDO->GEN RM->NAV->pg. 20 “Emerg. Conting”. Procedures



What would you say? (PAN-PAN 3x)



Offset: Now 15 NM



How do you find out more about an airport?



     (SEC FLT PLN-> New Dest->STAR: shows runways/ approaches)

     REF->Waypoint->EGPK13: shows length

“Have a plan when over oceans and remote areas for diverts”


Erratic airspeed (.ppt presentation)



“IAS” (in amber) on PFD means? (MD-11: CADC; MD-10: ADIRU)


Or “ALT” or CADC failures: 

   Go to: “AIRSPEED LOST, SUSPECT or ERRATIC”


(Subic crash had a clogged pitot)

[Review QRH]

“HDG” means? (MD-11: IRU; MD-10: ADIRU)

   Go to: “IRU__FAIL”

If down to 1 CADC? (No longer RVSM)




GEN ALL OFF    [Review QRH]


<< 1 hour >>

ALL ENGINE FLAMEOUT 
   [Review QRH]

Unusual attitude & wake turbulence recovery (.ppt presentation)


“Sioux City” scenario – HYD 1 & 2 FAIL with HYD 3 ELEV OFF



(.ppt presentation)


180° turn on runway

Sim:


KMEM→KMCO (on runway, ready for T/O)

T/O, then slew to max altitude


Engine failure at cruise requiring driftdown


Demo loss of second engine→loss of FMS performance data (restore)


Loss of single VIA (restore)


Loss of IRS heading (restore)


Loss of CADC, second CADC (restore)


Loss of single pitot, second pitot, aux pitot, → to landing

Unusual attitude & wake turbulence recovery


GEN ALL OFF (restore)


All engine flameout (one restarts)



→Two engine inop checklist (stop / restore)


HYD 1 & 2 FAIL with HYD 3 ELEV OFF→ to landing



<Break>


T/O from MCO


Three Non-alert abnormals / “Brain teaser” malfunctions



After third one → landing


180° turn on runway

